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0 3.90 4.07 3.90 4.07
10 3.94 4.12 3.94 4.11
20 3.99 4.16 3.99 4.15
30 4.04 4.22 4.04 4.20









0 3.44 3.61 3.44 3.61
10 3.48 3.65 3.48 3.64
20 3.52 3.69 3.52 3.68
30 3.57 3.75 3.57 3.73
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表 A1  配电网参数 
Tab.A1  Parameters of distribution network 
支路 起始节点 终止节点 线路参数 末端节点负荷比例 
1 800 802 0.1532+0.0720i 0.0747 
2 802 806 0.1380+0.0672i 0.0448 
3 806 808 0.1160+0.0545i 0.0448 
4 808 810 0.1077+0.0533i 0.0239 
5 808 812 0.1294+0.0677i 0.0269 
6 812 814 0.1727+0.0813i 0.0224 
7 814 850 0.1855+0.0973i 0.0194 
8 850 816 0.1133+0.0829i 0.0269 
9 816 824 0.1832+0.0729i 0.0149 
10 816 818 0.1067+0.0511i 0.0149 
11 824 826 0.1607+0.0852i 0.0209 
12 818 820 0.1253+0.0655i 0.0179 
13 824 828 0.1570+0.1246i 0.0329 
14 820 822 0.1685+0.1066i 0.0523 
15 828 830 0.1871+0.1064i 0.0419 
16 830 854 0.1901+0.1390i 0.0179 
17 854 856 0.1237+0.0656i 0.0314 
18 854 852 0.1346+0.0985i 0.0299 
19 852 832 0.0037+0.0027i 0.0299 
20 832 888 0.1900+0.0408i 0.0224 
21 832 858 0.1791+0.1310i 0.0149 
22 888 890 0.2674+0.2669i 0.0523 
23 858 864 0.4589+0.2558i 0.0164 
24 858 834 0.2131+0.1559i 0.0314 
25 834 842 0.1023+0.0749i 0.0179 
26 834 860 0.3384+0.2400i 0.0493 
27 842 844 0.4935+0.3609i 0.0478 
28 860 836 0.4896+0.3664i 0.0209 
29 844 846 0.1331+0.0973i 0.0448 
30 836 840 0.3144+0.2299i 0.0209 
31 836 862 0.1023+0.0749i 0.0149 
32 862 838 0.1769+0.1308i 0.0149 





表 B1  无风电接入时系统最大电压偏离 
Tab.B1  Maximum voltage deviation without wind power 
充电时刻 接入量(%) 0 10 20 30 35 
夏天 6.53 7.11 7.89 8.69 9.08 
即插即充 
冬天 7.39 7.55 8.33 9.15 9.55 
夏天 6.53 6.92 7.89 8.91 9.43 
24点开始 
冬天 7.39 7.41 7.88 8.94 9.50 
 
表 B2  风电接入时系统最大电压偏离 
Tab.B2  Maximum voltage deviation with wind power 
充电时刻 接入量(%) 0 10 20 30 35 
夏天 6.39 6.92 7.66 8.48 9.00 
即插即充 
冬天 7.32 7.41 8.14 8.99 9.31 
夏天 6.39 6.85 7.88 8.11 9.33 
24点开始 
冬天 7.32 7.33 7.84 8.22 9.39 
 
